






 

Page 2 of 18 Report No.: GZ11031452-1R1

 

 
TRF No. IEC60335_2_9G 
  

Test item description .....................: Oven for household use, portable (Electric oven) 

Trade Mark ....................................... : -- 

Manufacturer .................................... : Zhongshan Gonron Hardware Mfg Co., Ltd 

Model/Type reference....................... : GR28, GR28L, GR28H3, GR28H3L, GR28R, GR28RC, GR28RL, 
GR28RH3, GR28RH3L, GR28C, GR28CL, GR28CH3, GR28CH3L, 
GR28RCL, GR28RCH3, GR28RCH3L;  
 
GR33, GR33L, GR33H3, GR33H3L, GR33R, GR33RC, GR33RL, 
GR33RH3, GR33RH3L, GR33C, GR33CL, GR33CH3, GR33CH3L, 
GR33RCL, GR33RCH3, GR33RCH3L; 
 
GR35, GR35L, GR35H3, GR35H3L, GR35R, GR35RC, GR35RL, 
GR35RH3, GR35RH3L, GR35C, GR35CL, GR35CH3, GR35CH3L, 
GR35RCL, GR35RCH3, GR35RCH3L; 
 
GR48, GR48L, GR48H3, GR48H3L, GR48R, GR48RC, GR48RL, 
GR48RH3, GR48RH3L, GR48C, GR48CL, GR48CH3, GR48CH3L, 
GR48RCL, GR48RCH3, GR48RCH3L 
 

Ratings ............................................. : 220-240 V~, 50/60Hz, Class I 
 
1500W: GR28, GR28L, GR28R, GR28RC, GR28RL, GR28C, 
GR28CL, GR28RCL, GR33, GR33L, GR33R, GR33RC, GR33RL, 
GR33C, GR33CL, GR33RCL, GR35, GR35L, GR35R, GR35RC, 
GR35RL, GR35C, GR35CL, GR35RCL; 
 
2000W: GR48, GR48L, GR48R, GR48RC, GR48RL, GR48C, 
GR48CL, GR48RCL; 
 
3100W: GR28H3, GR28H3L, GR28RH3, GR28RH3L, GR28CH3, 
GR28CH3L, GR28RCH3, GR28RCH3L, GR33H3, GR33H3L, 
GR33RH3, GR33RH3L, GR33CH3, GR33CH3L, GR33RCH3, 
GR33RCH3L, GR35H3, GR35H3L, GR35RH3, GR35RH3L, 
GR35CH3, GR35CH3L, GR35RCH3, GR35RCH3L; 
 
3200W: GR48H3, GR48H3L, GR48RH3, GR48RH3L, GR48CH3, 
GR48CH3L, GR48RCH3, GR48RCH3L 
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Testing procedure and testing location: 

 CB Testing Laboratory: Intertek Testing Services Shenzhen Ltd. Guangzhou Branch 

Testing location/ address ...................... : Block E, No, 7-2 Guang Dong Software Science Park, Caipin 
Road, Guangzhou Science City, GETDD, Guangzhou, China 

 Associated CB Laboratory:  

Testing location/ address ...................... :  
 

 Tested by (name + signature) ..... : Refer to page 1 

 Approved by (+ signature) ........... : Refer to page 1  

 Testing procedure: TMP N/A 

 Tested by (name + signature) ..... :   

 Approved by (+ signature) ............ :   

Testing location/ address ...................... :  
 

 Testing procedure: WMT N/A 

 Tested by (name + signature) ..... :   

 Witnessed by (+ signature) .......... :   

 Approved by (+ signature) ........... :   

Testing location/ address ...................... :  
 

 Testing procedure: SMT N/A 

 Tested by (name + signature) ..... :   

 Approved by (+ signature) ............ :   

 Supervised by (+ signature) ........ :   

Testing location/ address ................ :  
 

 Testing procedure: RMT N/A 

 Tested by (name + signature) ..... :   

 Approved by (+ signature) ............ :   

 Supervised by (+ signature) ........ :   

Testing location/ address ...................... :  
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Copy of marking plate: 

 
English: 

 
 

German: 

 
Remark: All models have same the marking plate except for the model number and the rated 
power. (Detail see page 2) 

Warning label:  marked on the top surface of appliance. The height of the triangle shall be at 
least 12 mm. 

Summary of testing: 

1. The submitted samples were tested and found to compliance with requirements of the standards:         
EN 60335-2-9:2003 + A1:2004 + A2:2006 + A12: 2007 used in conjunction with EN 60335-1:2002 + 
A11:2004 + A1:2004 + A12:2006 + A2:2006 + A13:2008 + A14: 2010. 

2. The product has been tested and complied with the standard EN 62233:2008 for EMF. 

Tests performed (name of test and test clause): 

1. Full tests are performed on models 
GR28RCH3L, GR35RCH3L & GR48RCH3L. 

2. Models GR28RCL, GR35RCL, GR48RCL are 
evaluated for clauses 7, 10, 11.Z101 of EN 
60335-2-9/A12. 

3.    Other models are evaluated for clause 7 and 
the construction. 

Testing location: 

Intertek Testing Services Shenzhen Ltd. 
Guangzhou Branch 

Block E, No.7-2 Guang Dong Software Science 
Park, Caipin Road, Guangzhou Science City, 
GETDD, Guangzhou, China 

Summary of compliance with National Differences: 

Germany, United Kingdom 
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Test item particulars .................................................. :  

Classification of installation and use ............................ : Portable and for household indoor use only 

Supply Connection........................................................ : Non-detachable supply cord fitted with a plug 

Possible test case verdicts:  

- test case does not apply to the test object..................: N/A 

- test object does meet the requirement .......................: P (Pass) 

- test object does not meet the requirement .................: F (Fail) 

Testing ..........................................................................:  

Date of receipt of test item ............................................: 22 May, 2012 

Date (s) of performance of tests ...................................: 22 May, 2012 – 28 May, 2012 

General remarks: 
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The test results presented in this report relate only to the object tested. 

 
This report shall not be reproduced, except in full, without the written approval of the Issuing testing laboratory.

 
"(See Enclosure #)" refers to additional information appended to the report. 

 
"(See appended table)" refers to a table appended to the report. 

Throughout this report a comma is used as the decimal separator. 

 
When determining of test conclusion, measurement uncertainty of test has been considered. 

 

This report is for the exclusive use of Intertek's Client and is provided pursuant to the agreement between 
Intertek and its Client. Intertek's responsibility and liability are limited to the terms and conditions of the 
agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the 
agreement, for any loss, expense or damage occasioned by the use of this report. Only the Client is 
authorized to permit copying or distribution of this report and then only in its entirety. Any use of the Intertek 
name or one of its marks for the sale or advertisement of the tested material, product or service must first 
be approved in writing by Intertek. The observations and test results in this report are relevant only to the 
sample tested. This report by itself does not imply that the material, product, or service is or has ever been 
under an Intertek certification program. 
 
The test report only allows to be revised only within the report defined retention period unless standard or 
regulation was withdrawn or invalid. 

 

Remark:  

 

This report was appended to test report GZ11031452-1, because of following changes: 

1. Added an alternative thermostat, see table 24.1 for detail. 

 

Based on above change, the clauses 24 were re-evaluated. 

 

This report is valid only in conjunction with test report GZ11031452-1. 
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General product information: 

Portable oven for household and indoor use only. 

All models have same the construction except for the figure, the function, the capacity and the rated power, 
detail differences see page 2 and as below: 

 

Model No. 

28 (Litre) 33 (Litre) 35 (Litre) 48 (Litre)

Function 

GR28 GR33 GR35 GR48 Heater 
GR28L GR33L GR35L GR48L Heater + E14 lamp 
GR28H3 GR33H3 GR35H3 GR48H3 Heater + Hotplate  
GR28H3L GR33H3L GR35H3L GR48H3L Heater + Hotplate + E14 lamp 
GR28R GR33R GR35R GR48R Heater + Swing motor 
GR28RC GR33RC GR35RC GR48RC Heater + Swing motor + Fan motor 
GR28RL GR33RL GR35RL GR48RL Heater + Swing motor + E14 lamp 
GR28RH3 GR33RH3 GR35RH3 GR48RH3 Heater + Hotplate + Swing motor 
GR28RH3L GR33RH3L GR35RH3L GR48RH3L Heater + Hotplate + Swing motor + E14 lamp 
GR28C GR33C GR35C GR48C Heater + Fan motor 
GR28CL GR33CL GR35CL GR48CL Heater + Fan motor + E14 lamp 
GR28CH3 GR33CH3 GR35CH3 GR48CH3 Heater + Hotplate + Fan motor 
GR28CH3L GR33CH3L GR35CH3L GR48CH3L Heater + Hotplate + Fan motor + E14 lamp 
GR28RCL GR33RCL GR35RCL GR48RCL Heater + Swing motor + Fan motor + E14 lamp 
GR28RCH3 GR33RCH3 GR35RCH3 GR48RCH3 Heater + Hotplate + Swing motor + Fan motor 
GR28RCH3
L 

GR33RCH3
L 

GR35RCH3
L 

GR48RCH3
L 

Heater + Hotplate + Swing motor + Fan motor + E14 
lamp 

 
 
Manufacturing Site: 

Zhongshan Gonron Hardware Mfg Co., Ltd 

Xingwei Rd, Weimin Village, Fusha Town, Zhongshan City, Guangdong Province, China 
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24 COMPONENTS  -- 

24.1 Components comply with safety requirements in 
relevant IEC standards 

 P 

 List of components  (see appended table) P 

 Components not tested and found to comply with 
relevant IEC standard for the number of cycles 
specified are tested in accordance with 24.1.1 to 
24.1.9 

 P 

 Components not tested and found to comply with 
relevant IEC standard, components not marked or 
not used in accordance with its marking, tested under 
the conditions occurring in the appliance  

 P 

 Lampholders and starterholders not being tested and 
found to comply with the relevant IEC standard, 
tested as a part of the appliance and additionally 
according to the gauging and interchangeability 
requirements of the relevant IEC standard 

E14 Lampholders P 

24.1.1 Capacitors likely to be permanently subjected to the 
supply voltage and used for radio interference 
suppression or for voltage dividing, complying with 
IEC 60384-14, or 

 N/A 

 tested according to annex F  N/A 

24.1.2 Safety isolating transformers complying with IEC 
61558-2-6, or  

 N/A 

 tested according to annex G  N/A 

24.1.3 Switches complying with IEC 61058-1, the number of 
cycles of operation being at least 10 000, or  

Certified switch  P 

 tested according to annex H  N/A 

 If the switch operates a relay or contactor, the 
complete switching system is subjected to the test 

 N/A 

 Switches controlling heating elements of hotplates 
subjected to 30 000 cycles of operation  
     (IEC 60335-2-9) 

 N/A 

 Switches controlling heating elements of toasters 
subjected to 50 000 cycles of operation  
     (IEC 60335-2-9) 

 N/A 

24.1.4 Automatic controls complying with IEC 60730-1 with relevant part 2. The number of 
cycles of operation being: 

-- 
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 - thermostats:   10 000 Certified thermostat P  

 - temperature limiters:   1 000  N/A 

 - self-resetting thermal cut-outs:   300  N/A 

 - voltage maintained non-self-resetting 
thermal cut-outs:  

1000  N/A 

 - other non-self-resetting thermal cut-outs:
  

30  N/A 

 - timers:   3 000 Certified timer P 

 - energy regulators for automatic action 
 (IEC 60335-2-9): 

100 000  N/A 

 - energy regulators for manual action 
 (IEC 60335-2-9): 

10 000  N/A 

 Self-resetting thermal cut-outs for heating 
elements of glass-ceramic hotplates 
 (IEC 60335-2-9) 

100 000

 N/A 

 Self-resetting thermal cut-outs for other 
hotplates (IEC 60335-2-9) 

10 000  N/A 

 Thermal motor protectors are tested in combination 
with their motor under the conditions specified in 
Annex D 

 N/A 

 For water valves containing live parts and that are 
incorporated in external hoses for connection of an 
appliance to the water mains, the degree of protection 
declared for subclause 6.5.2 of IEC 60730-2-8 is 
IPX7 

 N/A 

24.1.5 Appliance couplers complying with IEC 60320-1  N/A 

 However, appliances classified higher than IPX0, the 
appliance couplers complying with IEC 60320-2-3 

 N/A 

 Interconnection couplers complying with IEC 60320-
2-2 

 N/A 

 Appliance couplers incorporating thermostats, 
thermal cut-outs or fuses comply with IEC 60320-1, 
with exceptions specified in IEC 60335-9  
     (IEC 60335-2-9) 

 N/A 

 Not applicable to conditions as specified  
     (IEC 60335-2-9) 

 N/A 
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24.1.6 Small lamp holders similar to E10 lampholders 
complying with IEC 60238, the requirements for E10 
lampholders being applicable 

 N/A 

24.1.7 If the remote operation of the appliance is via a 
telecommunication network, the relevant standard for 
the telecommunication interface circuitry in the 
appliance is IEC 62151 

 N/A 

24.1.8 The relevant standard for thermal links is IEC 60691. 
Thermal links not complying with IEC 60691 are 
considered to be an intentionally weak part for the 
purposes of Clause 19 

Certified thermal link P 

24.1.9 Relays, other than motor starting relays, tested as 
part of the appliance 

 N/A 

 They are also tested in accordance with Clause 17 of 
IEC 60730-1, the number of operations in 24.1.4 
selected according to the relay function in the 
appliance.................................................................. : 

 N/A 

24.2 No switches or automatic controls in flexible cords   P 

 No devices causing the protective device in the fixed 
wiring to operate in the event of a fault in the 
appliance  

 P 

 No thermal cut-outs that can be reset by soldering   P 

24.3 Switches intended for all-pole disconnection of 
stationary appliances are directly connected to the 
supply terminals and having a contact separation in 
all poles, providing full disconnection under 
overvoltage category III conditions 

 N/A 

24.4 Plugs and socket-outlets for extra-low voltage circuits 
and heating elements, not interchangeable with plugs 
and socket-outlets listed in IEC 60083 or IEC 60906-
1 or with connectors and appliance inlets complying 
with the standard sheets of IEC 60320-1 

 N/A 

24.5 Capacitors in auxiliary windings of motors marked 
with their rated voltage and capacitance and used 
accordingly 

 N/A 

 Voltage across capacitors in series with a motor 
winding does not exceed 1,1 times rated voltage, 
when the appliance is supplied at 1,1 times rated 
voltage under minimum load  

 N/A 
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24.6 Working voltage of motors connected to the supply 
mains and having basic insulation that is inadequate 
for the rated voltage of the appliance, not exceeding 
42V 

 N/A 

 In addition, the motors are complying with the 
requirements of Annex I 

 N/A 

24.7 Hose-sets for connection of appliances to the water 
mains, complying with IEC 61770 and supplied with 
the appliance 

 N/A 

24.101 Thermostats and energy regulators incorporating an 
off position: off position maintained under test 
conditions    (IEC 60335-2-9) 

 N/A 

 Thermostats and energy regulators incorporating an 
off position : no breakdown after application of 500V 
across the contacts not switch on as a result of 
variations in ambient temperature (IEC 60335-2-9) 

 N/A 

24.102 Thermal cut-outs incorporated in food dehydrators 
in order to comply with 19.4 are non-self resetting  
 (IEC 60335-2-9) 

 N/A 
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AMENDMENT 14: 2010 TO EN 60335-1: 2002  

Clause Requirement – Test Result – Remark Verdict

24 COMPONENTS  — 

24.1 Replacement: -- 

 Components comply with safety requirements in 
relevant standards 

 P 

 the requirements of Clause 29 of this standard 
apply between live parts of components and 
accessible parts of the appliance 

 P 

 the requirements of 30.2 of this standard apply to 
parts of non-metallic material in components 
including parts of non-metallic material supporting 
current-carrying connections inside components 

 P 

 List of components (see appended table) P 

 Components not tested and found to comply with 
relevant standard for the number of cycles 
specified are tested in accordance with 24.1.1 to 
24.1.9 

 P 

 Components not tested and found to comply with 
relevant standard, components not marked or not 
used in accordance with its marking, tested under 
the conditions occurring in the appliance 

 P 

 Lampholders and starterholders that have not been 
previously tested and found to comply with the 
relevant standard are tested as a part of the 
appliance and shall additionally comply with the 
gauging and interchangeability requirements of the 
relevant standard under the conditions occurring in 
the appliance. 

 N/A 
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24.1 TABLE: Components P 

Object / part No. Manufacturer/ 
trademark2) 

Type / 
model2) 

Technical data Standard Mark(s) of 
conformity1)

Plug  Guangdong KaiHua 
Electric Appliance Co., Ltd

KH-9902  AC 250 V, 16 A, 
IP20, DIN49441-
R2 

DIN VDE 
0620-1 

VDE* 

Alternative Various Various AC 250 V, 16 A, 
IP20, DIN49441-
R2 

DIN VDE 
0620-1 

S & other 
EU 
certification 
marks 

BS Plug  
(For all 1500W & 
2000W models) 

Hangzhou Hongshi 
Electrical Limited 

SW168 AC 250 V; 13 A 
(Built-in 13 A 
current fuse) 

BS 1363 BSI* 

Alternative 
 

Various Various AC 250 V; 13 A 
(Built-in 13 A 
current fuse) 

BS 1363 ASTA & 
other EU 
certification 
marks 

Italy Plug 
(For all 1500W & 
2000W models) 

KAI HUA KH-9911 AC 250 V; 10 A CEI 23-50 IMQ* 

Alternative Various Various AC 250 V; 10 A CEI 23-50 S & other 
EU 
certification 
marks 

Power Cord  
(For all 1500W & 
2000W models) 

Guangdong KaiHua 
Electric Appliance Co., Ltd

H05RR-F or
H05RN-F 

3G1,0 mm2 or  
3G0,75 mm2 

(Length<2m) 

DIN VDE 
0282-4 

VDE* 

Alternative Various H05RR-F or
H05RN-F 

3G1,0 mm2 or  
3G0,75 mm2 

(Length<2m) 

DIN VDE 
0282-4: 2005; 
HD 22.4 S4: 
2004 

S & other 
EU 
certification 
marks 

Power Cord  
(For all 3100W & 
3200W models) 

Guangdong KaiHua 
Electric Appliance Co., Ltd

H05RR-F or
H05RN-F 

3G1,5 mm2 or  
3G1,0 mm2 

(Length<2m) 

DIN VDE 
0282-4 

VDE* 

Alternative Various H05RR-F or
H05RN-F 

3G1,5 mm2 or  
3G1,0 mm2 

(Length<2m) 

DIN VDE 
0282-4: 2005; 
HD 22.4 S4: 
2004 

S & other 
EU 
certification 
marks 

Internal wire SHENZHEN MYSUN 
INSULATION 
MATERIALS CO LTD 

3122 300 Vac; 200C;     
14-22AWG 

EN 60335-2-9; 
EN 60335-1 

Tested with 
appliance 

Alternative Shenzhen Mysun 
Insulation material Co., 
Ltd. 

3122 300 Vac; 200C;      

14-22AWG 

EN 60335-2-9; 
EN 60335-1 

Tested with 
appliance 

 Qifurui Electronics 
Co., Ltd. 

3122 300 Vac; 200C;      

14-22AWG 

EN 60335-2-9; 
EN 60335-1 

Tested with 
appliance 
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 Zhuhai hengwang 
 Eiectronics Co., Ltd. 

3122 300 Vac; 200C;      

14-22AWG 

EN 60335-2-9; 
EN 60335-1 

Tested with 
appliance 

 Zhongshan sen te  
 Wire cable Co., Ltd. 

3122 300 Vac; 200C;      

14-22AWG 

EN 60335-2-9; 
EN 60335-1 

Tested with 
appliance 

Internal wire to 
hotplates 

HONG SHUN WIRE & 
CABLE 
FLUOROPLASTICS 
FACTORY 

10362 600 Vac; 250C; 
14-22AWG 

EN 60335-2-9; 
EN 60335-1 

Tested with 
appliance 

Thermostat  
(For GR28-series 
models) 

Jiangmen Huahui 
Industrial Co., Ltd. 

KR series AC 250 V; 10 A 
Tmax.250C;        
Tf:133±10C (for 
oven); Tf:96±10C 
(for big hotplate); 
Tf:80±10C (for 
small hotplate);    
30 000 cycles; 
bimetal; GWT: 
Ceramics+ Mica 

EN 60730-1 
EN 60730-2-9

VDE* 

Alternative Chung Shun Industrial 
Co. 

CH-002 

CH-002-H 

AC 250 V; 10 A 
Tmax.250C;        
Tf:133±10C (for 
oven); Tf:96±10C 
(for big hotplate); 
Tf:80±10C (for 
small hotplate);    
100 000 cycles; 
bimetal; GWT: 
Ceramics+ Mica 

EN 60730-1 
EN 60730-2-9

VDE* 

Thermostat  
(For GR33-series 
models) 

Jiangmen Huahui 
Industrial Co., Ltd. 

KR series AC 250 V; 10 A 
Tmax.250C;        
Tf:128±10C (for 
oven); Tf:87±10C 
(for big hotplate); 
Tf:82±10C (for 
small hotplate);    
30 000 cycles; 
bimetal; GWT: 
Ceramics+ Mica 

EN 60730-1 
EN 60730-2-9

VDE* 

Alternative Chung Shun Industrial 
Co. 

CH-002 

CH-002-H 

AC 250 V; 10 A 
Tmax.250C;        
Tf:128±10C (for 
oven); Tf:87±10C 
(for big hotplate); 
Tf:82±10C (for 
small hotplate);    
100 000 cycles; 
bimetal; GWT: 
Ceramics+ Mica 

EN 60730-1 
EN 60730-2-9

VDE* 
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Thermostat  
(For GR35-series 
models) 

Jiangmen Huahui 
Industrial Co., Ltd. 

KR series AC 250 V; 10 A 
Tmax.250C;        
Tf:150±10C (for 
oven); Tf:102±10C 
(for big hotplate); 
Tf:90±10C (for 
small hotplate);    
30 000 cycles; 
bimetal; GWT: 
Ceramics+ Mica 

EN 60730-1 
EN 60730-2-9

VDE* 

Alternative Chung Shun Industrial 
Co. 

CH-002 

CH-002-H 

AC 250 V; 10 A 
Tmax.250C;        
Tf:150±10C (for 
oven); 
Tf:102±10C (for 
big hotplate); 
Tf:90±10C (for 
small hotplate);    
100 000 cycles; 
bimetal; GWT: 
Ceramics+ Mica 

EN 60730-1 
EN 60730-2-9

VDE* 

Thermostat  
(For GR48-series 
models) 

Jiangmen Huahui 
Industrial Co., Ltd. 

KR series AC 250 V; 10 A 
Tmax.250C;        
Tf:135±10C (for 
oven); Tf:98±10C 
(for big hotplate); 
Tf:86±10C (for 
small hotplate);    
30 000 cycles; 
bimetal; GWT: 
Ceramics+ Mica 

EN 60730-1 
EN 60730-2-9

VDE* 

Alternative Chung Shun Industrial 
Co. 

CH-002 

CH-002-H 

AC 250 V; 10 A 
Tmax.250C;        
Tf:135±10C (for 
oven); Tf:98±10C 
(for big hotplate); 
Tf:86±10C (for 
small hotplate);    
100 000 cycles; 
bimetal; GWT: 
Ceramics+ Mica 

EN 60730-1 
EN 60730-2-9

VDE* 

Timer SHALONG APPLIANCES 
(JINGJIANG) 
CO., LTD 

SL-60C or 
SL-120 

250 V~; 15 A; 
T120; 10 000 
cycles; GWT: 
850C 

EN 60730-1 
EN 60730-2-7

TUV* 

Alternative Taiwan Cassia Co. Ltd. SE-Series 250 V~; 16 A; 
T120; 10 000 
cycles; GWT: 
850C 

EN 60730-1 
EN 60730-2-7

VDE* 

Hotplate Switch Hua Li Lai Electrical 
Equipment 
Co., Ltd. 

FZ31-9 AC 250 V; 16 A; 
T125; 5E4 cycles; 
GWT: 850C 

EN 61058-1 TUV* 

Select Switch & 
Function Switch 

Hua Li Lai Electrical 
Equipment 
Co., Ltd. 

FZ31-9 AC 250 V; 16 A; 
T125; 5E4 cycles; 
GWT: 850C 

EN 61058-1 TUV* 
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Alternative Hua Li Lai Electrical 
Equipment 
Co., Ltd. 

FZ31-3H AC 250 V; 10 A; 
T125; 1E4 cycles; 
GWT: 850C 

EN 61058-1 TUV* 

Rocker Switch 
(For GR28-series 
models) 
 

Shenzhen Baokezhen 
Electronics 
Co., Ltd. 

SC768 AC 250 V; 6 A; T85 
10E3 cycles;  
GWT: 850C 

EN 61058-1 VDE* 

Alternative NINGBO YINXIAN LIHE 
SWITCH FACTORY 

RL3-6  AC 250 V; 6 A; T85 
1E4 cycles;    
GWT: 850C 

EN 61058-1 ENEC* 

E14 Lampholder Yarncin Lighting 
Technology Co. Ltd. 

YX38 AC 250 V; 2 A 
T210C 

EN 60238 VDE* 

Swing motor Zhaoqing Longtou 
Electronic & Electric 
Factory 

TY-50AF AC 220-240 V; 
50/60Hz; 4W; 
Class 180  

EN 60335-2-9
EN 60335-1 

VDE* / 
Tested with 
appliance 

- Winding GUANGDONG RONSEN 
SUPER 

MW82C# Class 180 EN 60335-2-9
EN 60335-1 

Tested with 
appliance 

Fan motor Zhuogao Motor 
Manufacturing 
Co. Ltd. 

YJ61-12A AC 220-240 V; 
50Hz; 12W;    
Class 180 

EN 60335-2-9
EN 60335-1 

VDE* / 
Tested with 
appliance 

Heating Element 
(For GR28-series 
& GR33-series & 
GR35-series 
models) 

Gaoyao jintian Electricao 
Appliances Co., Ltd. 

-- 110-120 V; 375W EN 60335-2-9
EN 60335-1 

Tested with 
appliance 

Heating Element 
(For models 
GR48, GR48L, 
GR48R, 
GR48RC, 
GR48RL, GR48C, 
GR48CL, 
GR48RCL) 

Gaoyao jintian Electricao 
Appliances Co.,Ltd 

-- 110-120 V; 500W EN 60335-2-9
EN 60335-1 

Tested with 
appliance 

Heating Element 
(For models 
GR48H3, 
GR48H3L, 
GR48RH3, 
GR48RH3L, 
GR48CH3, 
GR48CH3L, 
GR48RCH3, 
GR48RCH3L) 

Gaoyao jintian Electricao 
Appliances Co.,Ltd 

-- 110-120 V; 400W EN 60335-2-9
EN 60335-1 

Tested with 
appliance 

Big Hotplate Yangjiang weibang 
Electrical Ltd. 

-- 220-240 V~; 
1000W 

EN 60335-2-9
EN 60335-1 

Tested with 
appliance 

Big Hotplate/ 
Small Hotplate 

Yangjiang weibang 
Electrical Ltd. 

-- 220-240 V~;  
600W 

EN 60335-2-9
EN 60335-1 

Tested with 
appliance 

Knobs DSM 
ENINEERING 
PLASTICS INC 

S223-HG6 PA66; 
Thickness: 3,0 mm 

EN 60335-2-9
EN 60335-1 

Tested with 
appliance 

Lamp cover CHI MEI  
CORPORATION 

PC-110(+)  PC;  
Thickness: 3,0 mm 

EN 60335-2-9
EN 60335-1 

Tested with 
appliance 
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Foot  SAMSUNG 
TOTAL 
PETROCHEMICA 
LS CO LTD 

HJ730+ PP; Thickness: 3,0 
mm; Length: 25mm 

EN 60335-2-9
EN 60335-1 

Tested with 
appliance 

Silicone coated 
fiberglass sleeving 

SIN TIONG WAH 
ELECTRIC 
PRODUCTS(SHEN 
ZHEN)CO., LTD 

FSG-1 VW-1; T300 EN 60335-2-9
EN 60335-1 

Tested with 
appliance 

Closed-end 
connector 

SHENZHEN HONGYU 
ELECTRONICS CO LTD 

CE2; 
CE5 

300 V; T105; 
Thickness: 0,8 mm 

EN 60335-2-9
EN 60335-1 

Tested with 
appliance 

1) An asterisk indicates a mark which assures the agreed level of surveillance. 
2) “Various“ means any type from any manufacturer that complies with the specification can be used. 
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Fig. 1 Overall view of GR28, GR28L, GR28C, GR28RC, GR28R, GR28RL, GR28CL, GR28RCL 

 
 

Fig. 2 Overall view of GR28H3, GR28H3L, GR28CH3, GR28RCH3, GR28CH3L,  
GR28RH3, GR28RH3L, GR28RCH3L 
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